
Multi-Purpose 
Surface Protection 

and Repair Tape 

INNOVATIVE 
SOLUTIONS

All G-Tape™ products feature a patented 
combination of solvent acrylic adhesive 

with an advanced backing substrate that 
results in unmatchable performance. 

Key Features 
and Benefits

Hand Tearing-Straight & Easy

Residue Free Removal †

Waterproof

All-Weather Usage (-40°F to +200°F)

Repositionable* 
(3040 Series is Permanent)

Great for Quick Repairs

Highly Weather/UV Resistant

Good Surface Protection

2”, 4”, 6”, 9”, 12” Black

LdPE film 

HdPE cloth 

LdPE film 

Acrylic PSA layer

(3040BK)  Permanent

2” Green 
(1009GR)

2” White
(1008SW)

2” Caution
(1006TG)

2” HVAC
(2010AL)

6” Black
(BAB0650)

† Always test product on a small area before using



PART NO. COlOR Size ReCOmmeNded fOR deSCRiPTiON

GT1008SW White 2” x 163’ extra UV Protection Nichigo G-TapeTm 1008SW

PART NO. COlOR Size ReCOmmeNded fOR deSCRiPTiON

GT1009GR Green 2” x 163’ multi-Purpose - All Surfaces Nichigo G-TapeTm 1009GR

Multi-Purpose Tape

Extra UV Protection

Multi-Purpose Surface Protection and Repair Tape

Multi-Purpose Surface Protection  
and Repair Tape for High UV Areas 

•  Hand Tearing-Straight and Easy
•  Residue Free Removal
•  Waterproof
•  All-Weather Usage (-40°F to +200°F)

•  Repositionable
•  Highly Weather/UV Resistant
•  Good Surface Protection
•  Great for Quick Repairs

•  Hand Tearing-Straight and Easy
•  Residue Free Removal
•  Waterproof
•  All-Weather Usage (-40°F to +200°F)

•  Repositionable
•  Highly Weather/UV Resistant
•  Good Surface Protection
•  Great for Quick Repairs

163’

163’
AvAilAble As A single roll or by the cAse (30)

AvAilAble As A single roll or by the cAse (30)



PART NO. COlOR Size ReCOmmeNded fOR deSCRiPTiON

GT2010Al Silver 2” x 82’ HVAC and insulation - All Surfaces Nichigo G-TapeTm 2010Al

PART NO. COlOR Size ReCOmmeNded fOR deSCRiPTiON

GT1006TG Black & Yellow 2” x 82’ Caution Area Nichigo G-TapeTm 1006CT

Caution Area Tape

HVAC Tape

Multi-Purpose Caution Tape

Aluminum Foil Laminated Polyethylene Cloth Tape

•  Perfect for Seaming and Splicing Tape
   for Insulation and HVAC
•  Hand Tearing-Straight and Easy
•  Residue Free Removal
•  Waterproof
•  All-Weather Usage (-40°F to +200°F)
•  Repositionable Without Wrinkles

•  Highly Weather/UV Resistant
•  Safer tape as edge is not as sharp 
   as aluminum foil
•  Complies with ASTM E84 (UL723)
   : Class 1, Flame Spread Index 0,
   Smoke Developed Index 0

•  Hand Tearing-Straight and Easy
•  Residue Free Removal
•  Waterproof
•  All-Weather Usage (-40°F to +200°F)

•  Repositionable
•  Highly Weather/UV Resistant
•  Good Surface Protection
•  Great for Quick Repairs82’

82’

AvAilAble As A single roll or by the cAse (30)

AvAilAble As A single roll or by the cAse (30)



PART NO. COlOR Size ReCOmmeNded fOR deSCRiPTiON

BAB0650 Black 6” x 164’ large Surface Protection Nichigo G-TapeTm 2010BK

PART NO. COlOR Size ReCOmmeNded fOR deSCRiPTiON CASe QTY

GT3040BK02 Black 2” x 65’ Acrylic/flashing - All Surfaces Nichigo G-TapeTm 3040BK 30

GT3040BK04 Black 4” x 65’ Acrylic/flashing - All Surfaces Nichigo G-TapeTm 3040BK 18

GT3040BK06 Black 6” x 65’ Acrylic/flashing - All Surfaces Nichigo G-TapeTm 3040BK 12

GT3040BK09 Black 9” x 65’ Acrylic/flashing - All Surfaces Nichigo G-TapeTm 3040BK 6

GT3040BK12 Black 12” x 65’ Acrylic/flashing - All Surfaces Nichigo G-TapeTm 3040BK 6

Acrylic Flashing Tape

Surface Protection
Repositionable Waterproof Surface Protection Tape

High Adhesion Acrylic Flashing Tape
•  Perfect Flashing for Windows, Doors,
   and Deck Beams
•  Hand Tearing-Straight and Easy
•  Waterproof
•  All-Weather Usage (-40°F to +200°F)

•   Highly Weather/UV Resistant
•   Great Performance and Ease of Use
•   Cleanly Removes from Face-to-Face 
    Adhesive Contact

•  Protects Surfaces from Scratches, 
   Stains and Etching
•  Applicable for All Stone Faces 
   Including Marble and Limestone

•  Easily Mark Tape with Ball Point Pen, 
   Permanent Marker, China Marker, etc.
•  Can Be Used for Wet and Dry applications

Permanent Adhesion

AvAilAble As A single roll or by the cAse

AvAilAble As A single roll or by the cAse (12)

65’

164’


