
chemical-concepts.com
410 Pike Road 
Huntingdon Valley, PA 19006
800.220.1966

Order today at www.chemical-concepts.com, or call us at
800-220-1966 to speak with our adhesive experts!

When you need ultra-strength, think UltraLok!

Made proudly in the USA
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Product

UltraLok 420GB
fast-set metal bonder 

UltraLok 421GB
medium-set metal bonder 

UltraLok 422GB
slow-set metal bonder  

• NO SURFACE PREP  •  ULTRA-STRENGTH  •  IMPACT RESISTANT
• 100% REACTIVE  •  GLASS BEADS  •  EASILY APPLIED 

UltraLoK 

VS Competition

FEATURE BENEFIT

Glass Beads  Stronger, more consistent joints.
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Ultra-Strength Ultralok adhesives provide ultra-high strength bonding

Cartridge Sizes Color

50ml, 250ml, 500ml 

50ml, 250ml, 500ml 

50ml, 250ml, 500ml 

Fixture 
Time

9-15
minutes

20-30
minutes

30-45
minutes

10:1

10:1

10:1

Black, Grey

Black, Grey

Black, Grey

 Superior toughness and durability than other adhesives.

Pac aging Options   Available in 50ml, 250ml, 500ml, pails and drums. 
Utilizes the superior cartridge and mixing technology.

Available in a variety of colors for improved aesthetics.

Surface Tack Free   No greasy surface film on adhesive improves 
sanding and painting.

421GB
422GB

420GB

 

Open 
Time

3-7
minutes

8-12
minutes

18-24
minutes

NEWMethacrylate adhesive to bond metals, plastics and composite materials.
INFOTRAC 800.535.5053

12 month shelf life

The Chem-set™ UltraLok® 420GB, 421GB, 422GB  are high performance two 
part structural adhesives engineered to bond a wide range of plastics, metals, and 
composite materials. These products feature superior bond strength and extreme
durability, with excellent impact and weathering properties. The UltraLok® 400 series 
offer improved performance, ease of use and reliability over competing adhesives. The 
UltraLok® series adhesives are available in several versions with faster or slower curing 
speeds to optimize the application process to your specific needs and ambient 
temperature. The integrated glass beads act as spacers to maintain consistent bondline 
thickness resulting in stronger joints and preventing failure due to over-clamping.

ULTRALOK PRODUCT LINE

CC422
STRUCTURAL ADHESIVES
GHS Classifications: Health: Acute Toxicity (Oral), Category 4; Skin Sensization, Yes, Category 1; Skin 
Irritation, Category 3; Eye Irration, Category 2B. Environmental: Acute Toxicity, Category 3; Chronic 
Toxicity, Category 4. Physical: Flammable Liquids, Category 2, Organc Peroxide, Type B.

GHS HAZARD STATEMENTS:
H225: Flammable liquid and vapor; H302: Harmful if swallowed; 
Causes mild skin irration; H320: Causes eye irration; H317: May 
cause an allergic skin reaction. 7708NaHS: Causes respiratory track irration.

GHS PRECAUTIONARY STATEMENT:
Prevention: P210: Keep Away from heat/sparks/open flames/hot surfaces. No smoking. P261: Avoid 
breathing dust/fume/mist/vapors/spray; P264: Wash hands (of other affected skin surfaces) thoroughly 
after handling. P270: Do not eat, drink, or smoke when using this product; P273: Avoid release to the 
environment. P280: Wear protective gloves / protective clothing / eye protection / face protection. 
Storage: P102: Keep out of reach of children; P403: Store in a well-ventilated place; P410: Protect from 
sunlight; P411: Store at temperatures not exceeding 25°C (75°F).

NET CONTENTS: 490ML

UltraL K®

 on unprepared metals, plastic, composites and more.


