
Chem-Set™ CCA6105 & 6110

Chem-Set™ CCA6105 & 6110

  
   bonding = cost & process saving
  

 Non-hazardous for transport = easier shipping and storage
 Ideal for bonding a wide range of surfaces
 Some strength on PTFE 

ideal for bonding polypropylene and polyethylene - without the need to carry out costly surface pre-treatment 

* Substrate Failure

www.chemical-concepts.com

    

Infotrac - 800-535-5053 

Polypropylene lapshears bonded with CCA6110 - the 

and fails before the bonded joint.

Product Data

Grade CCA6105
Fast set

CCA6110
Longer nozzle life

Appearance B: Almost colorless B: Almost colorless

Viscosity @ 25°C Mixed: 125,000 cPs Mixed: 210,000 cPs

1:1 1:1

Fixture Time 5-10 minutes 12-15 minutes

Handling Time 20-25 minutes 40-50 minutes

Working Strength 2-4 hours 6-8 hours

Shear Strength

Polypropylene: 5-8 N/mm² 
(725-1,200 psi)*

Polyethylene:  3-6 N/mm²  
(435-870 psi)*

Polypropylene: 5-8 N/mm² 
(725-1,200 psi)*

Polyethylene:  3-6 N/mm²  
(435-870 psi)*

Service Temperature -55 to +100°C (-67 to +212°F)

Packaging

10 x 50ml cartridges 10 x 50ml cartridges

6 x 400ml cartridges 6 x 400ml cartridges

Bulk on request Bulk on request

Storage 2 to 7°C (35 to 45°F)
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