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CONT. NET. 85 g

34628

Gasket Maker
Red
Sellador de Juntas en
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NET WT. 3 / CONT. NET. 85 g

Permatex’s Red High Temperature Gasket Makers were engineered 
to meet today’s technological changes. This sensor safe,  low odor, 
non-corrosive, high performance formulation withstands high 
thermal cycling and is resistant to oils and common shop fluids.

permatex.com

4 FORMATS 
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PX-0761

ITEM DESCRIPTION CASE 
QTY

CASE
L

CASE
W

CASE
H

CASE  
CUBE

UPC PREFIX 
0686226

34424 PX RIGHT STUFF 1 MIN RED CARTRIDGE 10.1oz 6 6.125 4.125 9.188 0.146 34424 3

34423 PX RIGHT STUFF 1 MIN RED POWER CAN 3oz 6 8.5 5.5 7 0.222 34423 6

34425 PX RIGHT STUFF 1 MIN RED CARTRIDGE 5oz 6 7.25 4.25 6.5 0.118 34425 0

34426 PX RIGHT STUFF 1 MIN RED POWER BEAD 7.5oz 6 6.5 4.25 10.125 0.194 34426 7

34628 PX RIGHT STUFF 90 MIN RED TUBE 3oz 12 9 8.5 5.25 0.232 34628 5

ITEM DESCRIPTION CASE 
QTY

CASE
L

CASE
W

CASE
H

CASE  
CUBE

UPC PREFIX 
0686226

81630 PX ULTRA RED GASKET MKR 3.35oz 12 9 8.5 4.25 0.188 81630 6

81695 PX ULTRA RED POWER BEAD 9.5oz 6 6.75 4.75 10.5 0.189 81695 5

81624 PX ULTRA RED CARTRIDGE 13oz 12 7.75 6 11.75 0.347 81624 5

ITEM DESCRIPTION CASE 
QTY

CASE
L

CASE
W

CASE
H

CASE  
CUBE

UPC PREFIX 
0686226

27038 PX OPTIMUM RED TUBE 3.35oz 12 9 8.5 4.25 0.188 27038 2

27138 PX OPTIMUM RED POWER BEAD 8oz 6 6.75 4.75 10.5 0.189 27138 9

27238 PX OPTIMUM RED CARTRIDGE 13oz 12 7.75 6 11.75 0.347 27238 6

OPTIMUM RED

NET WT. 3.35 OZ. 
CONT. NET. 95 g

27038

Gasket Maker
Red Creador de juntas temperatura

máxima optimum 

Max TempMax Temp

Maximum Temperature

Applications
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750º
Maximum Temperature

•   Optimum Red provides Maximum Performance and Maximum Temperature resistance 
while remaining resistant to oils and common shop flides.

•  Temperature ranging up to 750°F (399°C) intermittent

THE RIGHT STUFF® RED

NET WT. 3 OZ. 
CONT. NET. 85 g
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NET WT. 3 / CONT. NET. 85 g

•   The Right Stuff ® Red provides High Temperature resistance with the 
fastest return to service.

•  Temperature ranging up to 650°F (343°C) intermittent

ULTRA RED
•   Ultra Red® provides High Temperature resistance while remaining resistant to oils  

and common shop fluids.
•  Temperature ranging up to 650°F (343°C) intermittent
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 TOP JOB APPLICATIONS:  
Header,  Exhaust Manifold,  
Turbocharge, Slip-fit Exhaust


